
Corner originally set as a post in 1820 by John Hendricks with the following witnesses: 18” beech bearing 
S 26 W 10 links and a 25” dogwood bearing S 79 E 26 links (Marion County Atlas p. 10).  A survey by D.B. 
Hasbrook on March 14,1851 indicates no stone but the following witnesses: 8” beech bearing N 69.50 W 15.50
 links and a beech bearing S .75 degrees 32 links (Franklin Legal Book p. 5). A survey by H.B. Fatout on Nov 7,
1883 indicates a set stone with the following witnesses: 15” beech bearing S 13.50 E 54 links and a 26” sycamore 
bearing N 80 E 27 links (Franklin Legal Book p. 5). Corner referenced by McLand in 1970 and called a RR spike. 
Corner referenced by McLand on 4/11/73 and called a RR spike. Corner referenced by Wilcoxen on 3/5/86 and 
called a 1” rebar. Corner referenced by Whiteside on 4/9/1996 and called a 1” rebar. Corner referenced by 
Whiteside on 3/20/2001 and called a 1” rebar 3” down. Corner referenced by Whiteside on 9/6/06 and called a 1" 
rebar. Corner referenced by Greene on 5/22/09 and called a set RR spike at surface over 1" rebar 3" down.
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Due N to Harrison  NW 31-15-5  (159 links per Hendricks)
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